
PP fittings for polyethylene

LONG STRAIGHT REPAIR
UNION
ITEM 530

REFERENCE DESCRIPTION
Net
weight

Volumen
(m3)

contenido.peso
bruto

Unidades
lote

1012200 LONG STRAIGHT REPAIR UNION 20 0.10541 0.022435 3.65 30

1012201 LONG STRAIGHT REPAIR UNION 25 0.168733 0.031294 5.635 30

1012202 LONG STRAIGHT REPAIR UNION 32 0.2529 0.031294 8.16 30

1012203 LONG STRAIGHT REPAIR UNION 40 0.423467 0.031294 6.925 15

1012204 LONG STRAIGHT REPAIR UNION 50 0.641973 0.041172 10.27 15

1012205 LONG STRAIGHT REPAIR UNION 63 1.14981 0.063473 12.285 10

1012206
ENLACE RECTO LARGO REPARACION
75

1.7855 0.047171 11.355 6



 

 

ITEM 530 | LONG STRAIGHT REPAIR UNION

Código f tubo Peso (g) A B C L PN MEDIDA

12200 20 95 21 46 85 178 PN16 MÉTRICO

12201 25 158 26 55 95 210 PN16 MÉTRICO

12202 32 230 33 64 105 231 PN16 MÉTRICO

12203 40 383 42 76 123 269 PN16 MÉTRICO

12204 50 592 51 91 138 304 PN16 MÉTRICO

12205 63 955 64 109 150 350 PN16 MÉTRICO

12206 75 1780 77 133 185 400 PN10 MÉTRICO



 

 

Product Documents Product Certificates

Company Certificates

https://www.hidroten.com/en/download/excel/530.xls
https://www.hidroten.com/en/download/eps/530.eps
https://www.hidroten.com/en/document-download/aenor-product-certificate
https://www.hidroten.com/en/document-download/acs-pp-fitting-certificate
https://www.hidroten.com/en/document-download/aenor-environment-certificate
https://www.hidroten.com/en/document-download/certificate-aenor-of-quality
https://www.hidroten.com/en/document-download/iqnet-environmental-management-certificate
https://www.hidroten.com/en/document-download/certificate-iqnet-of-environment
https://www.hidroten.com/en/document-download/compliance-certificate
https://www.hidroten.com/en/document-download/iso-45001-certification-occupational-safety-and-health-management-systems

