1lidroten

' Bioaingrd el b | Wecar picen Protossgy

Accesorios de presion PVC-U

Cruz reducida 90° salida
fitting
ITEM 894

Peso Volume contenido.peso Unidades

REFERENCIA DESCRIGAO liquido (m3) bruto por lote
1001800 CRUZ 90° PVC S/FITTING 50-20-20-50 0.258 0.03129 5.74 20
1001801 CRUZ 90° PVC S/FITTING 50-25-25-50 0.312 0.06347 7.03 20
1001802 CRUZ 90° PVC S/FITTING 63-20-20-63 0.341 0.04717 7.46 20
1001803 CRUZ 90° PVC S/FITTING 63-25-25-63 0.385 0.06347 8.34 20
1001806 CRUZ 90° PVC S/FITTING 90-32-32-90 1.142 0.03648 6.31 5

1001807 CRUZ 90° PVC S/FITTING 90-63-63-90 0.000 0.06347 0.00 5
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ITEM 894 | Cruz reducida 90° salida fitting

CcODIGO A-a PESO (g) B © D PN MEDIDA
01800 50-20 210 60 88 114 PN16 METRICO
01801 50-25 226 60 91 114 PN16 METRICO
01802 63-20 320 76 95 141 PN16 METRICO
01803 63-25 368 76 98 141 PN16 METRICO
01806 90-32 1080 108 122 199 PN16 METRICO

01807 90-63 1645 108 168 199 PN16 METRICO




1lidroten

' Bioaingrd el b | Wecar picen Protossgy

Certificados do Produto



https://www.hidroten.com/pt/download/excel/894.xls
https://www.hidroten.com/pt/download/eps/894.eps
https://www.hidroten.com/pt/document-download/acs-certificate-pvc-fitting-fittings-pt
https://www.hidroten.com/pt/document-download/wras-certificate-pvc-fitting-accessories-pt
https://www.hidroten.com/pt/document-download/certificate-csn-en-iso-1452-pt
https://www.hidroten.com/pt/document-download/certificate-imo-pt
https://www.hidroten.com/pt/document-download/certificado-aenor-de-gestion-medioambiental
https://www.hidroten.com/pt/document-download/certificado-aenor-de-calidad
https://www.hidroten.com/pt/document-download/certificado-iqnet-gestion-ambiental
https://www.hidroten.com/pt/document-download/certificado-iqnet-gestion-medioambiental
https://www.hidroten.com/pt/document-download/certificado-de-sistema-de-gestion-compliance
https://www.hidroten.com/pt/document-download/certificado-iso-45001-sist-gestion-seguridad-y-salud-en-el-trabajo

