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Vélvulas de bola 'Compact'

Salida R/ H - Macho
ITEM 569

Peso Volume contenido.peso Unidades

REFERENCIA DESCRICAO liquido (m3) bruto por lote
111C030 VALVULA COMPACT R/H-MACHO 1/2" 0.106  0.00892 2.37 20
111C031 VALVULA COMPACT R/H-MACHO 3/4" 0.137 0.00892 2.97 20
111C032 VALVULA COMPACT R/H-MACHO 1" 0.201  0.01553 3.38 15
111C033 VALVULA COMPACT R/H-MACHO 1 1/4" 0.323 0.02244 5.34 15
111C034 VALVULA COMPACT R/H-MACHO 1 1/2" 0.450 0.03129 5.08 10

111C035 VALVULA COMPACT R/H-MACHO 2" 0.741  0.02243 4.28 5
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ITEM 569 | Salida R/ H - Macho

. TIPO
CODIGO r DN PESO (g) A B C D F PN ROSCA
11C030 1/2" 15 112.35 96 48 14 17 80 PN16 BSP
11C031 3/4" 20 144.2 106 53 17 20 80 PN16 BSP
11C032 1" 25 239.05 120 59 19 23 101 PN16 BSP
11C033 11/4" 32 403 139 69 22 26 130 PN16 BSP
11C034 11/2" 40 605 165 83 24 33 130 PN16 BSP

11C035 2" 50 960 188 104 26 39 172 PN16 BSP
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Certificados do Produto



https://www.hidroten.com/pt/download/excel/569.xls
https://www.hidroten.com/pt/download/eps/569.eps
https://www.hidroten.com/pt/document-download/certificado-aenor-de-gestion-medioambiental
https://www.hidroten.com/pt/document-download/certificado-aenor-de-calidad
https://www.hidroten.com/pt/document-download/certificado-iqnet-gestion-ambiental
https://www.hidroten.com/pt/document-download/certificado-iqnet-gestion-medioambiental
https://www.hidroten.com/pt/document-download/certificado-de-sistema-de-gestion-compliance
https://www.hidroten.com/pt/document-download/certificado-iso-45001-sist-gestion-seguridad-y-salud-en-el-trabajo

